
DURABLE. EASY TO MAINTAIN. VERSATILE.

KömaDur® Wall Cladding



WALL CLADDING FOR 
AREAS WITH HIGH 
CLEANING AND HYGIENE 
REQUIREMENTS





MODERN WALL CLADDING 
WITH PVC SHEETS - DURABLE, 
EASY TO MAINTAIN, VERSATILE

Features

Glossy, matt or 
embossed surface

Food harmless

High impact strength

Simple processing 
+ Assembly

Easy and simple 
to clean

Durable

Flame resistant

Low maintenance

Suitable for 
material recycling

High electrical and 
thermal insulation

Resistant to a wide 
range of chemicals

Simple maintenance

Whether in commercial, public or private spaces, or even in 
hygiene-sensitive areas such as hospitals and kitchens – high-
quality wall cladding must be functional, easy to clean and 
aesthetically pleasing. 

KömaDur PVC wall cladding offers the functional solution: it 
is resistant to moisture and selected chemicals and is easy to 
clean. This makes it suitable for areas with high standards of 
cleanliness and hygiene, and its properties ensure long-term 
durability when used and maintained as intended.

Thanks to their versatility, KömaDur PVC panels are suitable 
for areas with high standards of cleanliness and durability – 
from kitchens and bathrooms to hospitals and care homes, 
right through to industrial and commercial premises. 

With a wide range of colours, surface textures and installation 
options, they offer a variety of design possibilities for modern 
interiors.



MODERN WALL CLADDING 
WITH PVC SHEETS - DURABLE, 
EASY TO MAINTAIN, VERSATILE

Areas of application 
 
 
  

EDUCATION, LEISURE AND TRANSPORT

	> Schools

	> Sports facilities 
(gyms, swimming pools, sports clubs)

	> Gastronomy & Event Locations

	> Public transport 
 
 
 
 
 
 
 
 
 

FOOD INDUSTRY

	> Areas of food preparation (e.g. slaughter- 
houses, cheese dairies, breweries, etc.)

	> Sorting halls

	> Storage / cold storage rooms

	> Packaging & dispatch areas

	> Restaurants & Canteens

	> Hotel kitchens & catering areas 

 
 
 
 
 
 

 
AGRICULTURE

	> Farming and dairies

	> Sorting halls

	> storage rooms

	> Cooling facility

 
 
 
 

RETAIL AND SHOPFITTING

	> Retail sales areas 
(e.g. butchers, bakeries, etc.)

	> Cold rooms & deep-freeze storage

	> Staff rooms & changing rooms

	> Communal areas & sanitary facilities 
 

 
HEALTH CARE

	> Hospitals: operating rooms, intensive care 
units, emergency rooms & treatment rooms

	> Laboratories & research facilities

	> Private clinics

	> Medical practices

	> Care facilities & retirement homes

	> Pharmaceutical factories

 
 
 
 
 
 
 
 
 

Discover the benefits of 
modern PVC wall cladding – 
for low-maintenance, 
functional and stylish interior 
design.



KömaDur panels are also available with antibacterial protection. They are used as ceiling and 
wall panelling in areas with high hygiene requirements. The panels are resistant to a wide range of 
chemicals. In food processing plants, medical facilities, catering establishments and many other 
areas, they meet the standards required by the health authorities (tested in accordance with DIN ISO 
22196:2011).
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Permanent
protection

1 	� Reduces 80 % of 
bacteria after 15 min.

2 	� 97.5 % effective within 
2 hours.

3 	� Antibacterial effect 
from 24 hours.
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The incorporated silver ions provide an-
timicrobial activity on the panel surface. 
Their effectiveness against selected 
bacteria has been tested in accordan-
ce with DIN ISO 22196. The bacteria 
are reduced by 80 % within just 15 min. 
Within 2 hours, an antibacterial efficacy 
of 97.5% is achieved.
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WORKS IN A FEW MINUTES
Active antibacterial protection.



Other colours, formats and surfaces on request.

Standard colours

Delivery programme

Technical data

Accessories

Other formats on request.

White 654 
similar to RAL 9016 

Black 913 
similar to RAL 9005

Blue 814 
similar to RAL 5010

Yellow 712 
similar to RAL 1021

Green 520 
similar to RAL 6005

Light grey 112 
similar to RAL 9006

Dark grey 155 
similar to RAL 7011

Red 411 
similar to RAL 2002

Format Thickness in mm Surface

2440 x 1220 mm 2.5 mm embossed, matt, smooth, coloured

3050 x 1220 mm 2.5 mm embossed, matt, smooth, coloured

Raw density DIN EN ISO 1183 g/cm³ ~ 1,43

Fire behaviour

DIN EN 13501-1 (EU) B-s3-D0 2.5 mm

NF P92-501 (FR) M1 1-3 mm

UL 94 (USA) V0/5VB 1-5 mm

BSE 476 : Part 7 (GB) Class 1 1.8 mm 
2.5 mm

Zubehör Plattenprodukte
Zusatzprofile

Maßstab 1:1 Auslegung
Technische Änderungen vorbehalten! Mai 2019

profine GmbH KÖMMERLING KUNSTSTOFFE, Postfach 2165
66929 Pirmasens, Tel. +49(0)6331 56­2006, www.komasheets.com

Profiltyp SAP­Nr. Profil­Nr. Farbe Länge Einheit Menge/VE

Innenwinkel 578057 91080 654 3,05 m m 20

Außenwinkel 578056 91079 654 3,05 m m 20

Anfangsprofil­Set 578054 Z168 654 3,05 m Set 100

H­Verbindung­Set 578055 Z169 654 3,05 m Set 100

KömaDur Wall Cladding

Außenwinkel
91079

Innenwinkel
91080

H­Verbindungs­Set*
Z168

* Für Platten von 1,8 ­ 2,5 mm Dicke.

Anfangsprofil­Set*
Z169 Dichtlippe

Detail X

XX
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Außenwinkel
91079

Innenwinkel
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H­Verbindungs­Set*
Z168

* Für Platten von 1,8 ­ 2,5 mm Dicke.

Anfangsprofil­Set*
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Initial profile Set 
Z169

H-connection 
Set Z168

Internal angle 
91080

External angle 
91079

PVC 
welding rod

Coloured 
Silicone

Glue 
(6,5 kg)



profine GmbH
Kömmerling

Zweibrücker Straße 200 
66954 Pirmasens / Germany 
Tel. +49 6331 56-0 
E-Mail: info@koemmerling.com

www.koemmerling.com

Subject to technical changes! 0826

#KömmerlingForTomorrow


